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MAT TO MAT CONNECTION
NOT TO SCALE

MAT TO STRUCTURE DETAIL
NOT TO SCALE

LONGITUDINAL FLANK
NOT TO SCALE

1 NOT TO SCALE

2
SHOREBLOCK®  SD-475-OC BLOCK

SHOREBLOCK®  SD-475-OC MATTRESS
NOT TO SCALE

4 TYP. ANGLE MAT
NOT TO SCALE

6 MAT TO COFFER DAM DETAIL
NOT TO SCALE

7 TRANSVERSE STEP DETAIL
NOT TO SCALE

NOTE:

8 SIDE SLOPE CONNECTION DETAIL
NOT TO SCALE
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P

16"

SIGN LEGEND

TEMPORARY STOP BAR

TRAFFIC CONTROL SIGNAL

00

WEST HARTFORD

TEMPORARY TRAFFIC CONTROL
SIGNAL PLAN

TECTONIC

2

1 3

4

1

TOWN WEST HARTFORD

          

5

2-14/5

6 6

1.

2.

3.

4.

5.

6.

7.

8.

TOWN OF WEST HARTFORD

TOWN OF WEST HARTFORD
NORTH MAIN STREET AT

LINBROOK ROAD AND WYNDWOOD ROAD

TEMPORARY STOP BAR

4-14/5

3-14/5
TEMPORARY

STOP BAR

TEMPORARY STOP BAR

14/5

5-14/5

OVERHEAD

TRAFFIC WIRE

6-14/5

14/2,16-14/5

14/5

2-14/5

3-14/5

4-14/5

5-14/5

6-14/5

7-14/5

SNET CO 1892

NONE

MIN.

MAX.

(ORANGE BACKGROUND)

TEMPORAY 

CROSSWALK MARKS

VIDEO DETECTOR

VIDEO DETECTOR

VIDEO DECTECTOR ZONE

TIR #    155-1501-01        SM #     N/A       

VEDIO DETECTOR ZONE

TEMPORARY 

CROSSWALK MARKS

MESSENGER 8/3 SERVICE LINE

420’ FROM APPROACH

STOP BAR

SPAN ATTACHMENT ON SBC#4086 TO HAVE A MINIMUM

14/2 (VIDEO CABLE)

METERED SERVICE

3" RMC, 2-14/2, 16-14/5

2" RMC, SERVICE LINE

2" RMC, SPARE

CONTROLLER WITH TYPE V FOUNDATION

METERED SERVICE

TOWN CONTACTS: 

MARK HALLENBECK, WEST HARTFORD PUBLIC WORKS  PHONE: (860) 748-0283,

VIDEO DETECTOR ZONE

DUANE MARTIN, WEST HARTFORD ENGINEERING PHONE: (860) 561-7539.

420’ FROM APPROACH

STOP BAR

$FILE$

9.

R10-6

W3-3

GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CLFLASH

NTOR PHASE 1 PHASE 2 PHASE 3 PHASE 4 PHASE 5 PHASE 6 PHASE 7 PHASE 8

PED CLR

VEH EXT

MAX 1

MAX 2

YELLOW

RED

ADD INIT

MAX INIT

TBR

TTR

MIN GAP

MIN GRN

WALK

MODE

INT START

ENGINEER

DRAWN BY

CHECKED BY

SUBMITTED BY

APPROVED BY

DATE

MASTER

ENERGY BY

MAINT LEVEL

DATE DATE

IDENT SIZE (WXL) MODE

DETECTORS

DAYST I  M EFUNCTION

PROGRAM

SEC
CYCLE

PHASE SPLITS

PERMIS

PERIOD

SYSTEM 

LOC

WALK/ PED. CLR

DON’T WALK

FLASHING

RED ARROW

YELLOW ARROW

GREEN ARROW

RED

YELLOW

GREEN

LEGEND:

R

Y

G

D.W.

FL.

INTERSECTION #

REV # 

SERVICE POLE

NO. DATE INIT. DESCRIPTION
REVISIONS

$DATE$ SCALE 1" = 40’

OFFSET

01 02 03 04 05 06 07 08 SEC0

STANDARD OVERLAP SKIP FEATURES APPLY

TECHNICAL NOTES

WO

TRAFFIC ELECTRICAL

SEC / %

% / / / / / / / / /

/

ADDRESS #  

OFFICE RECORD
SIGNAL FACES

   

COORDINATION TYPE              

STATE OF CONNECTICUT

DEPARTMENT OF TRANSPORTATION

BUREAU OF ENGINEERING & CONSTRUCTION

DIVISION OF TRAFFIC ENGINEERING

DATE PLOTTED :

SD

CONSTRUCTION NOTES :

              

            

               

            

              

I

N

T

E

R

V

A

L

S

MICHAEL LALONE

F

A

C

E

#

MOVEMENT DIAGRAM

TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

PEDESTRIAN SIGNAL FACE

TRAFFIC SIGNAL FACE

DIRECTIONAL ARW. FOR PUSH BUTTON

PEDESTRIAN PUSH BUTTON & SIGN

PEDESTAL MOUNTING

WIRELESS SENSOR

WIRELESS RECEIVER

WIRELESS TRANSMITTER

PROPOSED CONTROLLER

SIDEWALK RAMP

SONIC DETECTOR

GUY WIRE

LOOP DETECTOR

MAGNETIC DETECTOR

CABLE CLOSURE

VIDEO DETECTOR

OPTICAL DETECTOR

SYSTEM DETECTOR

EXISTING CONTROLLER

PROPOSED HANDHOLE

EXISTING HANDHOLE

PROPOSED R.M.C.  (RIGID METAL CONDUIT)

EXISTING R.M.C.  (RIGID METAL CONDUIT)

DET. LEADS IN SAW CUT

AUXILIARY TERMINATION CABINET

AUXILIARY EQUIPMENT CABINET
STATE OF CONNECTICUT

DEPARTMENT OF TRANSPORTATION

PROPOSED WOOD SPAN POLE

EXISTING WOOD SPAN POLE

TEMPORARY SPAN POLE

EXISTING STEEL SPAN POLE

PROPOSED UTILITY POLE

EXISTING UTILITY POLE

W11-2

SIGNAL REVISED:

INSTALLED TEMPORARY TRAFFIC SIGNAL FOR TOWN 

BRIDGE PROJECT

NORTH MAIN STREET AT LINBROOK RD
 

AND WYNDWOOD RD

UTILITY ENGINEERS CONSULTED DURING DESIGN:

 CLEARANCE OF 12" BELOW SECONDARY & 40" ABOVE HIGHEST COMMUNICATIONS.

ALL TRAFFIC EQUIPMENT IS FOR TEMPORARY TRAFFIC SIGNAL.

 

ENSURE SPAN POLE AND WIRE CABLE HAVE SUFFICIENT HORIZONTAL AND VERTICAL CLEARANCE

FROM PROPOSED OR EXISTING OVERHEAD UTILITY LINES.

 

THE BOTTOM OF SIGNAL HEADS SHALL NOT BE LESS THAN 17’ ABOVE ROADWAY.

 

SEE MPT PLAN FOR ADDITIONAL TRAFFIC CONTROL SIGNS AND PAVEMENT MARKINGS.

 

STOP BAR AND SIGNAL HEADS SHALL BE ADJUSTED FOR EACH STAGE OF THE BRIDGE CONSTRUCTION 

AS DIRECT BY THE ENGINEER. CONTRACTOR PROVIDE ADEQUATE SIGNAL HEAD CABLE SLACK TO SHIFT

SIGNAL HEADS ALONG THE SPAN WIRES FOR EACH OF THE CONSTRUCTION STAGES.

 

PRE-EMPTION NOT REQUIRE BY THE TOWN.

 

REQUIRED HEIGHT FOR SIGNAL STRAIN WIRES NEED TO BE COORDINATED WITH UTILITIES TO 

MAKE SURE NEW POLES ARE TALL ENOUGH.

 

TOWN OF WEST HARTFORD PUBLIC WORKS TO PROVIDE A TYPE V CONTROLLER FOUNDATION AND 

CONTROLLER CABINET TO BE INSTALLED BY THE CONTRACTOR

 

THE CONTRACTOR SHALL REMOVE THE STOP SIGNS (LEAVE THE CHANNEL POSTS) WHILE THE

TEMPORARY SIGNALS ARE OPERATIONAL. THE CONTRACTOR SHALL REINSTALL THE STOP SIGNS WHEN

THE TEMPORARY SIGNAL IS TAKEN OUT OF OPERATION.

STOP
HERE ON

RED

COUNTDOWN ONLY DURING FLASHING PEDESTRIAN CLEARANCE INTERVAL

MANUAL AND INTERVAL ADVANCE TO BE DISABLED DURING PHASE 3 

PEDESTRIAN CLEARANCE INTERVAL

CL&P:  JOHN SERDECHNY               PHONE: (860) 651-2560.

FRONTIER: TERRANCE SHEA            PHONE: (860) 725-1276,

6550.01

TCS-1

24
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P

16"

COUNTDOWN ONLY DURING FLASHING PEDESTRIAN CLEARANCE INTERVAL

MANUAL AND INTERVAL ADVANCE TO BE DISABLED DURING PHASE 3 

PEDESTRIAN CLEARANCE INTERVAL

420’ FROM APPROACH

STOP BAR

CONTROLLER WITH TYPE V FOUNDATION

METERED SERVICE

420’ FROM APPROACH

STOP BAR

STAGE-2

TOWN TEMPORARY SIGNAL
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P

16"

SIGN LEGEND

TEMPORARY STOP BAR

TRAFFIC CONTROL SIGNAL

00

WEST HARTFORD

TEMPORARY TRAFFIC CONTROL
SIGNAL PLAN

TECTONIC

2

1 3

4

1

TOWN WEST HARTFORD

          

5

2-14/5

6 6

TOWN OF WEST HARTFORD

TOWN OF WEST HARTFORD
NORTH MAIN STREET AT

LINBROOK ROAD AND WYNDWOOD ROAD

TEMPORARY STOP BAR

4-14/5

3-14/5
TEMPORARY

STOP BAR

TEMPORARY STOP BAR

14/5

5-14/5

OVERHEAD

TRAFFIC WIRE

6-14/5

14/5

2-14/5

3-14/5

4-14/5

5-14/5

6-14/5

7-14/5

SNET CO 1892

NONE

MIN.

MAX.

(ORANGE BACKGROUND)

TEMPORAY 

CROSSWALK MARKS

VIDEO DETECTOR

VIDEO DETECTOR

VIDEO DECTECTOR ZONE

TIR #    155-1501-01        SM #     N/A       

VEDIO DETECTOR ZONE

TEMPORARY 

CROSSWALK MARKS

VIDEO DETECTOR ZONE

METERED SERVICE

14/214/2 (VIDEO CABLE)

14/2 (VIDEO CABLE),8-14/5

3" RMC, 2-14/2 (VIDEO CABLE), 16-14/5

2" RMC, SERVICE LINE

2" RMC, SPARE

MESSENGER 8/3 SERVICE LINE

2.

1.

3.

5.

6.

4.

7.

8.

SPAN ATTACHMENT ON SBC#4086 TO HAVE A MINIMUM

MARK HALLENBECK, WEST HARTFORD PUBLIC WORKS  PHONE: (860) 748-0283,

TOWN CONTACTS: 

DUANE MARTIN, WEST HARTFORD ENGINEERING PHONE: (860) 561-7539.

$FILE$

9.

STOP
HERE ON

RED

R10-6

W3-3

GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CL GRN CL CLFLASH

NTOR PHASE 1 PHASE 2 PHASE 3 PHASE 4 PHASE 5 PHASE 6 PHASE 7 PHASE 8

PED CLR

VEH EXT

MAX 1

MAX 2

YELLOW

RED

ADD INIT

MAX INIT

TBR

TTR

MIN GAP

MIN GRN

WALK

MODE

INT START

ENGINEER

DRAWN BY

CHECKED BY

SUBMITTED BY

APPROVED BY

DATE

MASTER

ENERGY BY

MAINT LEVEL

DATE DATE

IDENT SIZE (WXL) MODE

DETECTORS

DAYST I  M EFUNCTION

PROGRAM

SEC
CYCLE

PHASE SPLITS

PERMIS

PERIOD

SYSTEM 

LOC

WALK/ PED. CLR

DON’T WALK

FLASHING

RED ARROW

YELLOW ARROW

GREEN ARROW

RED

YELLOW

GREEN

LEGEND:

R

Y

G

D.W.

FL.

INTERSECTION #

REV # 

SERVICE POLE

NO. DATE INIT. DESCRIPTION
REVISIONS

$DATE$ SCALE 1" = 40’

OFFSET

01 02 03 04 05 06 07 08 SEC0

STANDARD OVERLAP SKIP FEATURES APPLY

TECHNICAL NOTES

WO

TRAFFIC ELECTRICAL

SEC / %

% / / / / / / / / /

/

ADDRESS #  

OFFICE RECORD
SIGNAL FACES

   

COORDINATION TYPE              

STATE OF CONNECTICUT

DEPARTMENT OF TRANSPORTATION

BUREAU OF ENGINEERING & CONSTRUCTION

DIVISION OF TRAFFIC ENGINEERING

DATE PLOTTED :

SD

CONSTRUCTION NOTES :

              

            

               

            

              

I

N

T

E

R

V

A

L

S

MICHAEL LALONE

F

A

C

E

#

MOVEMENT DIAGRAM

TOWN:

DRAWING TITLE:

PROJECT NO.

DRAWING NO.

SHEET NO.

PEDESTRIAN SIGNAL FACE

TRAFFIC SIGNAL FACE

DIRECTIONAL ARW. FOR PUSH BUTTON

PEDESTRIAN PUSH BUTTON & SIGN

PEDESTAL MOUNTING

WIRELESS SENSOR

WIRELESS RECEIVER

WIRELESS TRANSMITTER

PROPOSED CONTROLLER

SIDEWALK RAMP

SONIC DETECTOR

GUY WIRE

LOOP DETECTOR

MAGNETIC DETECTOR

CABLE CLOSURE

VIDEO DETECTOR

OPTICAL DETECTOR

SYSTEM DETECTOR

EXISTING CONTROLLER

PROPOSED HANDHOLE

EXISTING HANDHOLE

PROPOSED R.M.C.  (RIGID METAL CONDUIT)

EXISTING R.M.C.  (RIGID METAL CONDUIT)

DET. LEADS IN SAW CUT

AUXILIARY TERMINATION CABINET

AUXILIARY EQUIPMENT CABINET
STATE OF CONNECTICUT

DEPARTMENT OF TRANSPORTATION

PROPOSED WOOD SPAN POLE

EXISTING WOOD SPAN POLE

TEMPORARY SPAN POLE

EXISTING STEEL SPAN POLE

PROPOSED UTILITY POLE

EXISTING UTILITY POLE

COUNTDOWN ONLY DURING FLASHING PEDESTRIAN CLEARANCE INTERVAL

MANUAL AND INTERVAL ADVANCE TO BE DISABLED DURING PHASE 3 

PEDESTRIAN CLEARANCE INTERVAL

NORTH MAIN STREET AT LINBROOK RD
AND WYNDWOOD RD

SIGNAL REVISED:

INSTALLED TEMPORARY TRAFFIC SIGNAL FOR TOWN 

BRIDGE PROJECT

420’ FROM APPROACH

STOP BAR

METERED SERVICE

CONTROLLER WITH TYPE V FOUNDATION

UTILITY ENGINEERS CONSULTED DURING DESIGN:

 CLEARANCE OF 12" BELOW SECONDARY & 40" ABOVE HIGHEST COMMUNICATIONS.

420’ FROM APPROACH

STOP BAR

ALL TRAFFIC EQUIPMENT IS FOR TEMPORARY TRAFFIC SIGNAL.

 

ENSURE SPAN POLE AND WIRE CABLE HAVE SUFFICIENT HORIZONTAL AND VERTICAL CLEARANCE

FROM PROPOSED OR EXISTING OVERHEAD UTILITY LINES.

 

THE BOTTOM OF SIGNAL HEADS SHALL NOT BE LESS THAN 17’ ABOVE ROADWAY.

 

SEE MPT PLAN FOR ADDITIONAL TRAFFIC CONTROL SIGNS AND PAVEMENT MARKINGS.

 

STOP BAR AND SIGNAL HEADS SHALL BE ADJUSTED FOR EACH STAGE OF THE BRIDGE CONSTRUCTION 

AS DIRECT BY THE ENGINEER. CONTRACTOR PROVIDE ADEQUATE SIGNAL HEAD CABLE SLACK TO SHIFT

SIGNAL HEADS ALONG THE SPAN WIRES FOR EACH OF THE CONSTRUCTION STAGES.

 

PRE-EMPTION NOT REQUIRE BY THE TOWN.

 

REQUIRED HEIGHT FOR SIGNAL STRAIN WIRES NEED TO BE COORDINATED WITH UTILITIES TO 

MAKE SURE NEW POLES ARE TALL ENOUGH.

 

TOWN OF WEST HARTFORD PUBLIC WORKS TO PROVIDE A TYPE V CONTROLLER FOUNDATION AND 

CONTROLLER CABINET TO BE INSTALLED BY THE CONTRACTOR

 

THE CONTRACTOR SHALL REMOVE THE STOP SIGNS (LEAVE THE CHANNEL POSTS) WHILE THE

TEMPORARY SIGNALS ARE OPERATIONAL. THE CONTRACTOR SHALL REINSTALL THE STOP SIGNS WHEN

THE TEMPORARY SIGNAL IS TAKEN OUT OF OPERATION.

CL&P:  JOHN SERDECHNY               PHONE: (860) 651-2560.

FRONTIER: TERRANCE SHEA            PHONE: (860) 725-1276,

STAGE-3

TOWN TEMPORARY SIGNAL
6550.01

TCS-3
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 DOUBLE CAPE COD RAIL GATE (TWO 10 FOOT WIDE 46” HIGH GATES)

Jeff Scala
CT PE Stamp3



W

W

W

W

W

W

W

W
W W W W W W

6. “ ”

”

“ ”

“ ”

“ ”

”






		2015-03-04T08:49:38-0500
	Jeffrey A. Scala




